
For all types of chains

 Q Short set-up time (ca. 30 seconds)

 Q Sharpens teeth and rakers in one cycle;  

separately adjustable

 Q Automatic tooth-detection;  

also for damaged or missing teeth

 Q Automatic sharpening process;  

no surveillance necessary

 Q Special corundum grinding wheels  

ensure top of the line results

 Q Quick conversion to special chains with  

Franzen conversion kits

 Q Proven Franzen-Quality!

CHAINS / PITCH 1/4“P, 1/4“, .325“, 3/8“P, 3/8“, .404“

ANGLE 10° - 15° - 20° - 25° - 30° - 35°- 40° - 45° - 50°

LINK-THICKNESS 1,1 mm to 2,0 mm (3,0 mm possible!)

POWER SUPPLY EU: 220 V / 240 V, 50 Hz // US: 120 V, 60 Hz 
(others on inquiry) 

AIR REQUIREMENTS 90 psi / R 1/4“ quick release

DIMENSIONS 650 x 650 x 1900 mm (D x W x H) 
26 x 26 x 75 inches (L x W x H)

GRINDING WHEELS • Corundum-wheels
• Diamond-wheels (carbide tipped)

WEIGHT ca. 200 kg (ca. 440 lbs)

OPTIONAL 

CONVERSION KITS

• for scratcher chains 15+20 mm pitch
• for chipper chains 15+20 mm + 3/4“
• for Mafell ZSX-chains (carpentry)
• for carbide-tipped scratcher skip-chains

Automatic Chain Sharpener SA 6

Johannes Franzen GmbH & Co. KG 

Heistardstr. 11 / D-53894 Mechernich-Holzheim (Germany)
Phone +49 (0)2484 - 91895-0 / info@franzen-maschinen.de / www.franzen-maschinen.de
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